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- HI-HIH4814S 10kw

LUz GRoUP Technical Specification
Parameter
Model HJ-HIH4814S(H-11)
o . -
Th r .e- p h a se hybr I d Max. PV Input Power 16kW
& m | - e = ® ' . Max. PV Input Voltage 600V
r I : r g Sto ra g e I nve rte r Start-up Voltage 100V
S - (] TL;I - MPPT Voltage Range 100V ~ 550V
Number of MPP Trackers 2
Number of Strings per MPPT 2 /1
Max. PV Input Current 40A / 20A
Max. Output Active Power 1TkW
Max. Output Current SO0A
Rated Voltage 230V
Rated Frequency 50Hz / 60Hz

Product Introduction

This inverter features a conversion efficiency of up to 98%, supports
160% DC overprovisioning and 200% emergency output power, is
compatible with high-current and high-power components, and
offers higher power generation returns. With an IP66 protection
rating, it is convenient to operate and maintain, and can be flexibly
adapted to various application scenarios.

Efficient, Higher Revenue

Battery Type Lithium, Lead-acid
HULJUE GROUP Max. Charge/Discharge Current 40V ~ 60V

Max. Output Power 1TkVA

Max. Output Current S0A

Rated Voltage 230V

THDv(@Rated Power) < 3%

AFCI Protection

Surge Protection
Display
Communication

Dimension (W x H x D)

Operating Temperature Range

Cooling Method

Lithium, Lead-acid
Type |l

LCD

RS485 / CAN / WIFI / 4G / Bluetooth

440MM*5350mMmM*250mm

-30°C ~ +60°C

Protection Degree P66
Relative Humidity 0~100%
@ Max. Operating Altitude 4000m

Smart Forced Air Cooling

Intelligent,Simple O&M
Application Scenarios

Residential Solar Systems:
ldeal for homes seeking to reduce electricity bills while maintaining power supply during outages.
Flexible Abundant Configuration Commercial Buildings:

Provides reliable energy management for offices, optimizing the use of solar energy and battery
storage to reduce operational costs
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| HI-HIO4883S

wniue Grows Technical Specification
Parameter
Model HJ-HIO4883S (H-27)
Off— g ri d Maximum PV input Power 5400W+5400W
. Rated Output Power 8200W/8200VA
I nve rte r Maximum Solar Charging Current 160A
Frequency Range 59~61+1HZ
Maximum AC Input Current 48.2A
HJ ] H IO4883S 82 KW MPPT Voltage Range 90-450VDC
Maximum input Current 2/18A
Nominal Output Voltage 220/230/240VAC
Efficiency(DC to AC) 90%
Nominal DC Voltage 48VDC
Maximum Solar Charging Current 160A
Maximum AC Charging Current 140A
Maximum Solar+AC Charging Current 160A
Max. Output Power 360/500VDC
MPPT Voltage Range 90-450VDC
Maximum Input Current 2/18A
Nominal Output Voltage 220/230/240VAC
AFCI Protection -10°C~50°C
Output Voltage Range 195-253VAC
Product Introduction Nominal Output Current 35.6A
Supports off-grid/grid-connected mode operation, integrates effi- Acceptable Input Voltage Range 48.2A
cLitable for household and ndustral and commercial sconarios Maximum AC Input Current 140A
providing stable and efficient power solutions. Dimension. D"W*H(mm) £20*290*1 20
Cartoon Dimension,D *W*H(mm) 6184635205
14.2

00
ale

Parallel/off-grid dual mode,
pure sine wave output

igh-power MPPT and dual PV input

Net Weight (kgs)
Communication Port

Compliance Safety

RS232/RS485/WIFI/GPRS/LITHIUM BATTERY

GE

Application Scenarios

Residential Solar Commercial Solar
Cut electricity bills Lower business energy costs
Backup power during outages Reliable power for operations

Intelligent interconnection Intelligent charging Best for: Homes, eco-conscious owners  Best for: Offices, shops, warehouses
& convenient operation &battery protection




| H3J-HI104883S-L/H3-HIO4814S-Pro-L

HULIUE GROUP Technical Specification
Parameter
Off_ ri d Maximum PV input Power HI-HI04883S-L (H-23) HI-HI04814S-Pro-L (H-24)
g Nominal Voltage 220/230/240VAC
i nve rte r Voltage Range 90-280VAC+3V(normal mode) 170-280VAC+3V(UPS mode)
Frequency Range 50Hz/60Hz(Adaptive)
Rated Power 8000W 11000W
HJ-HIO4885S-L 8KW Output Voltage(AC) 220/230/240VAC5%
_ Output Frequency 50/60Hz+0.1%
HJ- HIO48-I 4S’-Pr0-L 1 -I KW Transfer Time( Optional) Computer equipment 10ms,home appliances 20ms
Peak power 16000W 22000W
Overload 11s@105%~150%Load; 2s@150%~200%Load; 400ms@>200%Load
Rated voltage 48Vdo
gﬁgfgﬁnn; \\:gllggg (Optional) 56.4Vdc
PV charging method Dual MPPT
PV max input power 2x5500W
MPPT tracking range 90-500Vdo
Max PV input voltage 500Vdc
Max PV charging current 150A
Max AC charging current 150A
LCD display Operating mode/load/input/output, etc.

Lithium battery BMS commmunication card,

Expansion & configuration port WIFI card.dry contact card.etc

Product Introduction

This inverter features a rounded corner design, with an exquisite appear- Operating environment temperature Eitee s
ance that com bines beauty and. pract|cal'|ty. !t su pports_ mult!~pa ra meter Output voltage 220/230/240VAC
custom adjustment to meet various application scenarios. It is equipped

with intelligent functions such as lithium battery communication, re- : . | 0
al-time load display, generator self-start dry contact, etc. At the same grid feeding voltage range 195-2535VA

time, it provides pure sine wave output and short-circuit protection, with

. . nominal output current 47.8A
stable performance and more reassuring operation.
maximum conversion efficiency(DC/AC) 98%
@ @ Depthxwidthxheight(mm) 6017360%163.5
Standards and certifications EN-IEC60335-1 EN-IEC60335-2-29,|IEC62109-1
Cost-effective Rounded corner design, Support lithium
solution design exquisite appearance battery communication Application Scenarios
Residential Solar Commercial Solar
Cut electricity bills Lower business energy costs
Backup power during outages Reliable power for operations

External WIFl,generator Pure sine wave output, Output short-circuit

, _ : : Best for: Homes, eco-conscious owners  Best for: Offices, shops, warehouses
self-start dry contact function can adapt to different loads protection function



.'.‘I.! HJ-IHO03-W500S/HJ-IH04-W500S/H3J-IHO5-W500S

HULIUE GROUP Technical Specification

Parameter

Product Model H3-IHO3-W500S (A-1)  H3J-IHO4-W500S (A-2)  HI-IHO5-W500S (A-3)

Single-phase energy
storage inverter (hybrid grid)

H3-IH03-W500S/HJ-IH04-W500S/HI-IHO5-W500S

Product Introduction

This inverter supports seamless on-grid and off-grid switching and
emergency power supply, is compatible with three-phase unbal-
anced loads, and ensures uninterrupted power supply. It features a
wide voltage input range and an efficient MPPT algorithm, with a
power generation efficiency as high as 98.2%. Equipped with P65
protection, intelligent monitoring and multiple communication
methods, it is stable and reliable, and easy to install.

o

Integrated photovoltaic
energy storage

Intelligent switching

Wide voltage input

©

Safe and reliable Intelligent and friendly

Efficient power generation

Max, Input Power

Max.Input Voltage

MPPT Operating
Voltage Range

Start-up Voltage

Nominal Input Voltage
Max.Input Current
Max.Short Circuit Current

Number of MPPT Trackers

Battery Voltage Range

Max.Charge/
Discharge Current

Max.Charge/
DischargePower

Nominal Output Voltage

Nominal Output Frequency

Max.Output Current
Nominal Output Power

Max,Output Power

Nominal Output Voltage

Max.Output Current

Nominal Output Frequency

Ingress Protection Rating

Relative Humidity
Display
Communication

Installation
Dimension (W*D*H)

Weight

4500W

o00V

3000W/3000W

13A

3000W

3000W

13A

Application Scenarios

Residential Solar Systems:

ldeal for homes seeking to reduce electricity bills while maintaining power supply during outages.

Commercial Buildings:

Provides reliable energy management for offices, optimizing the use of solar energy and battery

storage to reduce operational costs

6300M
900A
80-500A
60A
360A
16A
25A
2
35-450V
30A/30A
4200W/4200W
2350V
50Hz/60HZ

18.3A
4200W

4200W

250V
18.3A

50Hz/60HzZ

IPG5
0-90%
LCD,WIFi+APP

WIFi/RS485/GPRS

Wall-mounted

390"192407mm

17kg

/7500M

900A

5000W/5000W

21.7A
5000W

5000W

21.7A



